FOR STREET CROS
ASPHALT IN TRENCH

AREA. GRIND AND OVERLAY 27

FOR 25 FEET ON EITHER SIDE OF

SINGS, 9” OF
RESTORATION
TRENCH.

RESTORE TO MATCH EXISTING
SURFACE PER APPLICABLE COR
STANDARDS.

127 6” WIDE DETECTABLE

MARKING TAPE WITH METALLIC
FOIL CORE PER SPECIAL
/ PROVISIONS.

24" MINIMUM
36" REQUIRED

FOR FIBER |

BACKFILL WITHIN PAVED CITY STREETS,
DRIVEWAYS AND UNDER CURB, GUTTER
AND SIDEWALKS WILL CONSIST OF
CONTROL DENSITY FILL (CDF) WITH
THE MAXIMUM STRENGTH OF 150 PSI.
MIX DESIGN TO BE APPROVED BY THE

NSTALLATION

CITY OR BACKFILL SHALL BE
COMPACTED TO 95% MAXIMUM
DENSITY IN 6”7 MAXIMUM LIFTS.

LANDSCAPED AREAS SHALL BE
BACKFILLED AND COMPACTED TO 85%
MAXIMUM DENSITY IN 12" LIFTS.

NOTE: ALL DENSITIES SHALL BE AS
DETERMINED BY MODIFIED PROCTOR

(ASTM D1557)

DETECTABLE

FLEXIBLE INNERDUCT (SEE PLANS FOR
SPECIFIC LOCATIONS)

NEW CONDUIT (SEE PLANS FOR SIZE)
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STANDARD DETAILS

TRENCH RESTORATION
FOR 1 OR 2 CONDVUITS
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